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specirications

ADVANCED INPUT SYSTEMS MEDIGENIC MOUSE 1.0

SIZE / WEIGHT / COLOR
Mouse Length: 4.5" (113 mm)
Mouse Width: 2.7” (67 mm)
Mouse Depth/Height: 1.5” (37 mm)
Mouse Weight: 0.2 Ibs (.1 kg)
Mouse Color: light blue
Cable Length: 6 feet (2 m)
INTERFACES
USB HID Mouse (low speed, low current)
PS/2 Mouse Compatible (via a cable adapter)
MOUSE BUTTON FEATURES
2 buttons (left and right)
Right and Left Button Life: 1,000,000 actuations
MOUSE TRACKING SYSTEM
Optical tracking system based on an optical mouse sensor
Illumination Source: LED
Illumination Color: Red
Imaging Rate: 1500 frames per second
X-Y Resolution: 400 points per inch (15.75 points per millimeter)
Tracking Speed: Up to 20 inches (508 millimeters) per second
MOUSE OPERATING SYSTEMS
Microsoft Windows® XP, Windows 2000
HOST SYSTEM REQUIREMENTS FOR A MICROSOFT WINDOWS-BASED PC
Microsoft Windows XP or Windows 2000
USB port or PS/2 port
ENVIRONMENTAL
Storage Temperature and Humidity: -40 °F (-40 °C) to 140 °F (60 °C) at 5% to 65% relative humidity (non-condensing)
Operating Temperature and Humidity: 32° F (0° C) to 104° F (40° C) at 5% to 80% relative humidity (non-condensing)
Environmental Sealing Compliance: IP65
AGENCY AND REGULATORY APPROVALS
FCC Declaration of Conformance (USA)
UL and cUL Notice of Approval (USA and Canada)
EU EMC Declaration of Conformance (European Union)
EU EN60601-1-2 Medical Safety Declaration of Conformance (European Union)
CB Scheme Certificate (International)
USB Compatible
CE Declaration of Conformance, Safety and EMC (European Union)

One Year Limited Warranty assures repair or replacement.
Please see warranty for complete details.
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